










STANDARD LAMINATED TAPES 


r standard laminated tapes offer a wide variety of colors, styles and sizes for your 
everyday home, home-office and general business office needs. These laminated labels 
feature our standard adhesive, which is designed for flat items like office paper, file 
folders, binders, and most flat, non-textured metal, plastic and glass surfaces. 





Laminated Tape Structure 
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Image is for illustrative purpose only 


sion. Can 


id water, grease, grime, the laminated surface wipes clean — fading and 
so be used in hot and cold environments, as well as outdoors. 





a There’s a variety of colors, styles and sizes — from 3.5mm to 36mm - to choose from, 
_ depending on your P-touch electronic labeler. 


Extra Strength Adhesive Tape — Laminated 
For Tough Applications : 
Perfect for labeling: 
e Harsh environments e Painted surfaces 
e Textured surfaces e A variety of plastics 
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Flexible ID Tape — Laminated 


Special Adhesive For Bending, Wrapping & Flagging 
Perfect for labeling: 
e Cable & wire e Vials, beakers & test tubes 


e Pipes and other __e Electrical fittings and connectors* 
round surfaces 








* Not suitable as an electrical insulator 
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Acid-Free Adhesive Tape’ — Lamin 


For Photo-Safe’ Applications 
Perfect for labeling: ¢ Photos e Scrapbooks 











26.2' (8M) long 







BLACK ON CLEAR 


BLACK ON WHITE 


” Claims that “Acid-Free”, “Photo Safe” and/or “Safe for Use” are based upon: (i) satisfactory test resu obtained from Photographic Activity Tests per 
ISO 14523 and non-acid pH Tests per TAPPI 509; (ii) certifications from material manufacturers; and, (iii) atomic scans of adhesive following removal 
of backing paper. 


Print Head Cleaning Cassette 


| Maintains And Restores Print Quality Benefits: 
| © Self contained / Dry process ¢ Good for approximately up to 100 cleanings 


























DRY TAPE 


Some P-touch tapes have been tested and are UL-969 certified (PGJ12). For part numbers and more detailed information please do a general search for UL file 
number MH21016 on the UL Web site (www.ul.com/database). 
















26.2' (8M) long, 
unless otherwise noted 
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TZe SPECIALTY TAPES 


Security Pattern Appears If Removed 
Perfect for labeling: 

e Computers / electronic devices 

e Furniture & other company property 

e Equipment after calibration 

e Items sealed for security 


26.2' (8M) long 


BLACK ON WHITE 


Perfect For Adding That Extra Color 


Flair To All Your Labeling Applications 
e Create distinctive labels that last 
e Great for the home or home office 


For Use On Various Fabrics; Withstands 
Multiple Launderings 


e Cotton, cotton-polyester blends and linen 
e Uniforms and commercial garments 

e Bedding and table linens 

e Camp, school and other clothing 


9.8' (3M) long 6mm 


NAVY BLUE ON WHITE 


Perfect for labeling: 
e CD case spines e Other narrow spaces 


26.2! (8M) long Ee 





Labels shown are illustrative only. Actual output (such as font and margins) varies with labeler used. 











TZe Standard Tape — Laminated 





TZe261 


TZe661 





* 16.4' long (5M) 
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For product information, software downloads and documentation, FAQ's and 


troubleshooting information: http://www.brother-usa.com/support/ 





J Operational Assis 


| For technical and operational assistance you may call Brother Customer Service 


at: Voice 1-877-BROTHER (1-877-276-8437), or Fax 1-901-379-1210 








If you need a local service center, please call 7-877-BROTHER (1-877-276-8437) 
or visit at: http://www.brother-usa.com/service/ 


Note: Be sure to call the Service Center before your visit. 
Service centers do not provide operational assistance. 


See “Operational Assistance”. 








Flat Surfaces 


First Quarter Reports A - F 


smooth 


@ recommended 








Choose the right tape for 


Large Curved Surfaces 
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3 Easy Ways to Order 


| A 

| Please use one of these convenient 
| 

| 

| 


methods to order desired items 

















U) callus Toll Free at 1-877-552-6255 


Brother Accepts Most Major Credit Cards as Payment 


the job’ 


Small Curved Surfaces (less than 8mm diameter) : 
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smooth / textured 
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not recommended 


Special Applications: For wrapping or flagging cylindrical shaped items, such as wires and cables, we recommend 


TZeFX Flexible ID Laminated Tape. For applying labels to fabric, we recommend TZeFA3 Fabric lron-on Tape. 





' Recommendations based on Brother internal testing. 





